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Occupational Safety and Health Ad-
ministration contained in 29 CFR
1910.106.

(c) For Packing Group II (including
gasoline), Packing Group III (including
aviation fuel and fuel oil), or ORM–D,
the material is limited to 30 kg (66
pounds) or 30 L (8 gallons).

(d) For diesel fuel, the capacity of the
package is limited to 450 L (119 gal-
lons).

(e) A Division 2.1 material in a cyl-
inder is limited to a gross weight of 100
kg (220 pounds). (A Division 2.1 mate-
rial is a flammable gas, including liq-
uefied petroleum gas, butane, propane,
liquefied natural gas, and methane).

[63 FR 33279, June 18, 1998]

§ 392.52 [Reserved]

Subpart G—Prohibited Practices

§ 392.60 Unauthorized persons not to
be transported.

(a) Unless specifically authorized in
writing to do so by the motor carrier
under whose authority the commercial
motor vehicle is being operated, no
driver shall transport any person or
permit any person to be transported on
any commercial motor vehicle other
than a bus. When such authorization is
issued, it shall state the name of the
person to be transported, the points
where the transportation is to begin
and end, and the date upon which such
authority expires. No written author-
ization, however, shall be necessary for
the transportation of:

(1) Employees or other persons as-
signed to a commercial motor vehicle
by a motor carrier;

(2) Any person transported when aid
is being rendered in case of an accident
or other emergency;

(3) An attendant delegated to care for
livestock.

(b) This section shall not apply to the
operation of commercial motor vehi-
cles controlled and operated by any
farmer and used in the transportation
of agricultural commodities or prod-
ucts thereof from his/her farm or in the
transportation of supplies to his/her
farm.

[60 FR 38747, July 28, 1995]

§ 392.61 [Reserved]

§ 392.62 Safe operation, buses.

No person shall drive a bus and a
motor carrier shall not require or per-
mit a person to drive a bus unless—

(a) All standees on the bus are rear-
ward of the standee line or other means
prescribed in § 393.90 of this subchapter;

(b) All aisle seats in the bus conform
to the requirements of § 393.91 of this
subchapter; and

(c) Baggage or freight on the bus is
stowed and secured in a manner which
assures—

(1) Unrestricted freedom of move-
ment to the driver and his proper oper-
ation of the bus;

(2) Unobstructed access to all exits
by any occupant of the bus; and

(3) Protection of occupants of the bus
against injury resulting from the fall-
ing or displacement of articles trans-
ported in the bus.

[63 FR 33278, June 18, 1998]

§ 392.63 Towing or pushing loaded
buses.

No disabled bus with passengers
aboard shall be towed or pushed; nor
shall any person use or permit to be
used a bus with passengers aboard for
the purpose of towing or pushing any
disabled motor vehicle, except in such
circumstances where the hazard to pas-
sengers would be increased by observ-
ance of the foregoing provisions of this
section, and then only in traveling to
the nearest point where the safety of
the passengers is assured.

[33 FR 19732, Dec. 25, 1968, as amended at 60
FR 38747, July 28, 1995]

§ 392.64 Riding within closed commer-
cial motor vehicles without proper
exits.

No person shall ride within the closed
body of any commercial motor vehicle
unless there are means on the inside
thereof of obtaining exit. Said means
shall be in such condition as to permit
ready operation by the occupant.

[33 FR 19732, Dec. 25, 1968, as amended at 60
FR 38747, July 28, 1995]
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